
IEC 62471  
IEC 62560

AREA AL02
Reflector
Yes
Samsung
Sosen / Meanwell
On surface
Optional dimmable and DALI
CE, RoHS
2 years (optional 5)
Aluminum, PC

from 10400lm to  52000lm 
130lm/W
4000K, 5700K
>80
T2M, T3S, T3M, T4M, T5M, 90x120
<6SDCM

from  80W, to 400W
120-277V
50-60Hz
>0,9
D

100 000h
>50 000
>0,7
66
10
neglible
<0,5s
from -30° to 50°C
from -40° to  70°C

Oprawy przemysłowe HiRack

index power luminous 
flux

lighting angle IP CCT weight 
net

luminaire dimensions

LFL080AL02 80W 10400lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 3,6kg L360xW370xH91mm

LFL100AL02 100W 13000lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 3,6kg L360xW370xH91mm

LFL150AL02 150W 19500lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 3,6kg L360xW370xH91mm

LFL185AL02 185W 24050lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 3,9kg L360xW370xH91mm

LFL240AL02 240W 31200lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 6,1kg L533xW322xH104mm

LFL300AL02 300W 39000lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 6,1kg L533xW322xH104mm

LFL400AL02 400W 52000lm T2M, T3S, T3M, T4M, T5M, 90x120 66 4000K, 5700K 6,7kg L533xW322xH104mm

Reflectors
AREA AL02

LFL100AL02

LFL150AL02

LFL185AL02

LFL080AL02

*in accordance with the manufacturer’s warranty conditions
Luminaire is suitable to outdoor applications. 
No accent lighting.

General characteristics

Family name
Luminaire type
Integrated driver
LED chips manufacturer
Driver manufacturer
Installation options 
Inteligent control
Certificates
Warranty*
Materials

Light technical characteristic

Luminaire luminous flux
Luminous efficacy
Color temperature
CRI
Beam angle
Color consistency

Electrical characteristics

Wattage
Voltage
Voltage frequency
Power factor
Energy efficiency label

Operating characteristics

Lifetime
Switching cycle
LLMF
IP
IK
Warm up time
Starting time
Working temperature
Storage temperature

LFL240AL02

LFL300AL02

LFL400AL02



BestService Sp. z o.o.
Łopuszańska 95, 02-457 Warszawa
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Photometric solid - optyka T2

Reflectors
AREA AL02




