
IEC 62471  
IEC 62560

Oprawy przemysłowe HiRack

index power luminous flux lighting angle IP CCT weight 
net

luminaire dimensions

LFL302 30W 4 800lm 105° 65 4000K 0,63kg L204xW165xH46mm

LFL303 30W 4 800lm 105° 65 6000K 0,63kg L204xW165xH46mm

LFL305 50W 8 000lm 105° 65 4000K 0,88kg L241xW197xH46mm

LFL306 50W 8 000lm 105° 65 6000K 0,88kg L241xW197xH46mm

LFL308 100W 16 000lm 105° 65 4000K 1,50kg L299xW247xH49mm

LFL309 100W 16 000lm 105° 65 6000K 1,50kg L299xW247xH49mm

LFL311 150W 24 000lm 105° 65 4000K 3,02kg L390xW318xH55mm

LFL312 150W 24 000lm 105° 65 6000K 3,02kg L390xW318xH55mm

LFL314 200W 32 000lm 105° 65 4000K 4,05kg L458xW371xH57mm

LFL315 200W 32 000lm 105° 65 6000K 4,05kg L458xW371xH57mm

Lumi
Floodlight
Yes
Surface
None
CE, RoHS
3 years (optional 5)
Aluminum, glass

from 4 800lm to 32 000lm 
160lm/W
4000K, 6000K
>70
105°
<6SDCM

from 30W to 200W
220-240V
50-60Hz
>0,9
C

25 000h
>15 000
>0,7
65
05
<0,5s
from -30° to 50°C
from -40° to 70°C

C

LED Floodlight
LUMI

General characteristics

Family name
Luminaire type
Integrated driver
Installation options 
Inteligent control
Certificates
Warranty*
Materials

Light technical characteristic

Luminaire luminous flux
Luminous efficacy
Color temperature
CRI
Beam angle
Color consistency

Electrical characteristics

Wattage
Voltage
Voltage frequency
Power factor
Energy efficiency label

Operating characteristics

Lifetime
Switching cycle
LLMF
IP
IK
Starting time
Working temperature
Storage temperature

*in accordance with the manufacturer’s warranty conditions
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LED Floodlight
LUMI


