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T8 LED Tubes - glass 10W (60cm), 18W (120cm), 24W (150cm)

General characteristics

Type LED tube
Shape T8

Base G13
Work with dimmer No
Accent lighting No
Certifications CE, RoHS
Guarantee 2 years
Material Glass

Light technical characteristic

Luminous efficacy 100Im/W

Colour temperature

Color rendering index (CRI) >80
Angle beam
Colour consistency

270°
<6SDMC

3000K, 4100K, 6500K

Operating characteristics

Lifetime 30 000h
Switching cycles on/off >15 000
Lumen maintenance factor 0,7

at the end of life

Warm-up Time to 60% neglible
luminous flux

Starting time <0,5s

Electrical characteristics

Voltage 85 - 265V
Voltage type AC

Power factor >0,9
Energy efficiency class A+

Rated power

Rated useful luminous
flux

Rated lamp lifetime
Rated beam angle

Rated parameters

10W, 18W, 24W
1000Im, 1800Im, 2400Im

30 000h
270°

power replaces* luminous color dimensions packaging dimensions weight net/gross
flux temperature (25pcs box)
LT201GL 10W 18W 1000Im 3000K 226xL589mm L630xW168xH173mm 0,11kg/0,14kg
LT202GL 10W 18W 1000Im 4100K 226xL589mm L630xW168xH173mm 0,11kg/0,14kg
LT203GL 10W 18W 1000Im 6500K 226xL589mm L630xW168xH173mm 0,11kg/0,14kg
LT204GL 18W 36W 1800Im 3000K 226xL.1198mm L1235xW168xH173mm 0,20kg/0,28kg
LT205GL 18W 36W 1800Im 4100K 226xL.1198mm L1235xW168xH173mm 0,20kg/0,28kg
LT206GL 18W 36W 1800Im 6500K 226xL.1198mm L1235xW168xH173mm 0,20kg/0,28kg
LT207GL 24W 58W 2400Im 3000K 226xL.1498mm L1535xW168xH173mm 0,25kg/0,35kg
LT208GL 24W 58W 2400Im 4100K 226xL.1498mm L1535xW168xH173mm 0,25kg/0,35kg
LT209GL 24W 58W 2400Im 6500K 226xL1498mm L1535xW168xH173mm 0,25kg/0,35kg
*wattage of fluorescent lamp BestService Sp. z 0.0.
topuszanska 95, 02-457 Warszawa
EuP 5 IEC 62471 e-mail: lumax@bestservice.com.pl tel. 22 863 25 55
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Tuby LED T8

Technical drawings

Spectrum for CCT: 3000K Spectrum for CCT: 4100K Spectrum for CCT: 6500K
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